
SERIES: SIN55

INTRODUCTION

0...20 mA, 4...20 mA, 0...10 VDC INPUT

DUAL 0...20 mA, 4...20 mA, 0...10 VDC OUTPUTS

NON-LINEARITY BETTER THAN 0.01%

24 VDC POWER SUPPLY

18 VDC TRANSMITTER SUPPLY (4...20 mA INPUT ISOLATORS)

4-WAY ISOLATION: INPUT TO 2 OUTPUTS AND TO THE POWER SUPPLY
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Input Signals 0...20 mA or 4...20 mA

or 0...10 VDC

Input Resistance (mA input) 68 Ù

Input Resistance (V input) 1 kÙ

Override Capacity 5%

Transmitter Power Supply 18 VDC @ 20 mA

(supplies power for 

transmitter if 4...20 mA 

input is ordered)

Over-current Protection 25 mA

Number of Outputs 2

Output Signals 0...20 mA or 4...20 mA

or 0...10 VDC

Maximum Load (mA output) 500 Ù

Minimum Load (V output) 500 Ù

Output Accuracy Better than 0.05%

Non-linearity Better than 0.01%

Temperature Coefficient 30 ppm / °C (typical)

Response Time 10 ms (10% to 90%)

Galvanic Isolation 250 Veff (between, input, 

outputs and power supply)

Isolation Test Voltage 2500 VDC

Supply Voltage 19...35 VDC

Consumption 1.6 W; 

2.2 W with transmitter

Pollution Level 2 (EN61010-1)

Measurement Category ll (EN61010-1)

EMC Immunity -B- criterion (EN-61326)

Noise Reduction -A- class (EN-61326)

Case Hard plastic, PA 6.6

Operating Conditions 0...50 °C, 0...90 % RH

(-20...50 °C upon request)

Protection Case / Terminal IP20

Mounting 35 mm DIN-rail     

Dimensions (mm) 17.5 x 99 x 115 (WxHxD)

Weight 0.15 kg (0.33 lb)

SPECIFICATIONS
Indumart SIN55 Series of Dual Output Isolators, 
Isolator / Power Supplies are compact signal 
conditioners that provide signal transmission and 
conversion between transmitter and two signal 
processing units.  The module can be mounted on 
standard 35 mm DIN-rail.

The isolators feature complete 4-way isolation: the 
input to each output and to the power supply circuits 
are isolated, using the planar transformer design.  
Isolation voltage of 2.5 kV is maintained between the 
input, the output and the power supply.

The isolators / power supplies provides an 18 VDC, 25 
mA supply on the input, and may be used for isolating 
and supply to 2-wire transmitters.

Custom input and output ranges are also available per 
the user's specifications.

Input
0...20 mA
4...20 mA
0...10 V

Output #1
0...20 mA (active)
4...20 mA (active)
0...10 V (active)

Output #2
0...20 mA (active)
4...20 mA (active)
0...10 V (active)

ORDER CODE

Model:    SIN55 -
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Customer-defined input and outputs are available upon request.
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